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THE WORKS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE CURRENT COUNCIL/MPA/VICROADS/MELBOURNE WATER STANDARD
DRAWINGS AND SPECIFICATIONS. WORKS TO BE CARRIED OQUT TO THE SATISFACTION OF COUNCIL'S SUPERVISING OFFICER.

THE CONTRACTOR IS RESPONSIBLE FOR SAFETY OF WORK ON SITE IN ACCORDANCE WITH APPRGOPRIATE LEGISLATION. HE/SHE SHALL
ERECT AND MAINTAIN ALL SHORING, PLANKING AND STRUTTING, DEWATERING DEVICES, BARRICADES, SIGNS, LIGHTS, ETC.
NECESSARY TO KEEP WORKS IN A SAFE AND STABLE CONDITION, AND TO PROTECT THE PUBLIC FROM HAZARDS ASSOCIATED WITH
THE WORKS.

THE CONTRACTOR SHALL:
COMPLY WITH THE SAFETY REQUIREMENTS OF THE MINES ACT, GENERAL REGULATIONS AND STATUTORY RULES, AND THE
MINES (TRENCHES) REGULATIONS 1982.
NOTIFY THE OCCUPATIONAL HEALTH AND SAFETY AUTHORITY OF HIS INTENTION TO COMMENCE TRENCHING OPERATIONS WHERE
TRENCHES ARE 1.5 METERS OR DEEPER.
ENSURE THAT THE MINE MANAGER OR HIS DEPUTY AS REQUIRED BY THE REGULATIONS IS IN ATTENBANCE WHEN TRENCHING
OPERATIONS ARE IN PROGRESS.
OBTAIN A ROAD OPENING PERMIT FOR ANY WORKS WITHIN EXISTING ROAD RESERVES OR ANY WORKS ON EXISTING
INFRASTRUCTURE.

THE CONTRACTOR SHALL NOTIFY COUNCIL'S SURVEILLANCE CO-ORDINATOR ANDB ALL SERVICE AUTHORITIES SEVEN (7) DAYS PRIOR
TG COMMENCEMENT OF CONSTRUCTION.

THE LOCATION OF EXISTING SERVICES SHALL BE BETERMINED BY THE CONTRACTOR PRIOR TO COMMENCING ANY EXCAVATION BY
CONTACTING ALL RELEVANT SERVICE AUTHORITIES. ANY EXISTING SERVICES SHOWN ON THE DRAWINGS ARE OFFERED AS A GUIBE
ONLY AND ARE NOT GUARANTEED AS CORRECT.

ALL ROAD CHAINAGES ARE MEASURED ALONG THE ROAD CENTRELINE EXCEPT KERB RETURNS AND COURTHEADS, WHERE LIP GF KERB
CHAINAGES ARE SPECIFIED. ALL DIMENSIONS AND RADII ARE GIVEN TO THE LIP OF KERB UNLESS NOTED OTHERWISE. DG NOT SCALE
OFF THESE DRAWINGS, WRITTEN DIMENSIONS ONLY SHALL BE USED.

CONDUIT LOCATIONS ARE SUBJECT TO AMENDMENT AND CONBUITS SHALL NOT BE LAID UNTIL WRITTEN APPROVAL IS GIVEN BY THE
SUPERINTENDENT. BOTH KERBS ARE TG BE MARKED WITH THE LETTERS G,W AND T ABOVE CONDUIT LOCATIONS AS SPECIFIED.
CONDUITS TO BE PLACED MINIMUM OF 5m FROM BOUNDARIES WHERE POSSIBLE AND TG THE SATISFACTION OF THE SUPERINTENDENT
IN ACCORBANCE WITH COUNCIL STANDARD DRAWINGS.

SUBSOIL BRAINS SHALL BE INSTALLED BEHIND ALL KERB AND CHANNEL AS PER COUNCIL SPECIFICATION AND STANDARD BRAWINGS.
ALL LEVELS ARE TO AUSTRALIAN HEIGHT DATUM.

ALL EXCAVATED OR FILLED AREAS OUTSIDE THE ROAD RESERVES SHALL BE SURFACED WITH A 100mm LAYER OF TOPSOIL AS
SPECIFIED. ALL FILLING GN ALLOTMENTS TO BE COMPACTED TO 95% STANBARD COMPACTION IN 150mm LAYERS AND AS PER THE
SPECIFICATION. WHERE THERE IS FILL IN EXCESS OF 300mm IN DEPTH, THE CONTRACTOR IS TO CARRY QUT SOIL TESTS TO THE
REQUIREMENTS OF APPENDIX B AS SPECIFIED IN THE CURRENT AUSTRALIAN STANDARD AS 3798 TO SHOW THAT LEVEL 1
COMPACTIGN STANDARDS HAVE BEEN ACHIEVED. TEST RESULTS AND LOCATION OF TESTS FOR EACH ALLOTMENT SHALL BE
APPROVED BY THE CONTRACTOR AND SUBMITTED TO COUNCIL.

FILL MATERIAL USED UNDER PAVEMENTS AND FOOTPATHS MUST BE AN APPROVED MATERIAL IN ACCORDANCE WITH COUNCIL
SPECIFICATION. ALL SUCH MATERIAL SHALL BE COMPACTED AS PER THE REQUIREMENTS OF THE SPECIFICATION APPROVED WITH
THESE DRAWINGS PRIOR TG FORMWORK BEING PLACED. COMPACTION TESTS SHALL BE COMPLETED AND PROVIDED TG
SUPERINTENDENT.

FILL & CUT BATTERS ARE NOT TO EXCEED 1in 6 SLOPE, UNLESS SHOWN OTHERWISE.

ALL ALLOTMENTS SHALL BE SMOGTHED, GRADED AND SHAPED TO AN EVEN SURFACE BETWEEN FINISHED LEVELS SHOWN UNLESS
NGTED OTHERWISE.

ALL STORMWATER BRAINAGE PIPES SHALL BE CLASS 2 RCP WITH SPIGOT AND SOCKET TYPE RUBBER RING JGINTS UNLESS NOTED
OTHERWISE.
DRAINAGE PITS SHALL BE CAST MONGLITHICALLY. CEMENT RENDER SHALL ONLY BE USED TO REPAIR DEFECTS.

BACKFILLING OF TRENCHES WHERE DRAINAGE AND SEWERAGE ARE IN CLOSE PROXIMITY SHALL CONFORM TO COUNCIL STANBARD
DRAWING MCC 704,

ALL SERVICING TRENCHES UNDER ROADS, FOOTPATHS, BRIVEWAYS, PARKING BAYS ETC. SHALL TO BE BACKFILLED WITH CLASS 2
F.CR.

ALL HOUSE DRAIN CONNECTIONS ARE TO BE LOCATED NO CLOSER THAN 5.00m FROM THE SIBE BOUNDARY UNLESS NGTED OTHERWISE.
INVERT OF PROPERTY INLETS SHALL TO BE 500mm MINIMUM BELOW FINISHED SURFACE UNLESS NOTED OTHERWISE.

VEHICLE CROSSINGS ARE T0 BE LOCATED 0.75m FROM SIBE BOUNDARY OR EASEMENT UNLESS GTHERWISE SHOWN.

ADDITIONAL AND OVER-EXCAVATION SHALL BE BACKFILLED IN ACCORBANCE WITH THE PROVISIONS OF THE SPECIFICATION.
FOOTPATH CROSSFALL SHALL BE 1:50 UNLESS NOTED OTHERWISE.

TREES AND SHRUBS SHALL BE RETAINED, UNLESS ROAD CONSTRUCTION NECESSITATES THEIR REMOVAL,
REMOVAL IS DIRECTED BY SUPERINTENDENT.

TREES MARKED ON THE APPROVED PLANS FOR REMGVAL MUST BE REMOVED FROM THE SITE PRIOR TO THE COMMENCEMENT OF
WORKS. NO EXCAVATION SHALL BE CARRIED OUT WITHIN 5.0m OF ANY EXISTING TREE UNTIL APPRGVAL HAS BEEN GIVEN BY
COUNCIL'S SUPERVISING OFFICER.

INSTALL BLUE RAISED REFLECTIVE PAVEMENT MARKER (BRRPM) ON RGAD CENTRELINE AND “GROUND BALL" MARKER POST TO
INDICATE LOCATION OF FIREPLUG.

ALL LINEMARKING, SIGNAGE AND TRAFFIC CONTROL DEVICES SHALL ACCORD WITH AS1742 "MANUAL OF UNIFORM TRAFFIC CONTROL
DEVICES.”

THE CONTRACTOR IS TO ENSURE THAT THEIR CONSTRUCTION PROCEDURES AND STANDARDS CONTROL THE VOLUME AND LOCATION
FOR COLLECTION OF SEDIMENT RUNOFF ACCORDING TO CURRENT EPA - ENVIRONMENTAL GUIBELINES FOR MAJOR CONSTRUCTION
SITES.

UPON COMPLETION OF CONSTRUCTION THE WHOLE SITE SHALL BE CLEANED UP, GRADED AND ALL RUBBISH REMOVED. THE SITE IS TO
BE LEFT IN A CLEAN AND TIDY CONDITION TO THE SATISFACTION OF THE SUPERINTENDENT.

EXISTING PAVEMENT OR DRAINAGE WORKS DAMAGED DURING CONSTRUCTION OR THE MAINTENANCE PERIOD TO BE REINSTATED TO
THE SATISFACTION OF THE SUPERINTENDENT.

THE LOWER SUB-BASE QUALITY MATERIAL SHALL COMPRISE OF RIPPED ROCK IN ACCORBANCE WITH COUNCIL SPECIFICATIONS.

SERVICES CONTACTS

SERVICE AUTHORITY

GAS SP AUSNET
WATER/SEWERS WESTERN WATER
ELECTRICITY POWERCOR
TELECOMMUNICATION TELSTRA

PAVEMENTS AND DRAIN MELTON SHIRE COUNCIL

TELEPHONE

(03) 9396 7631
1300 650 425
132 206

(03) 9747 7200

THIS BRAWING IS NOT TO BE CGPIED OR SCALED

SHEET NO. | BRAWING TITLE

14R1 GENERAL NOTES, LOCALITY PLAN & DRAWING INDEX
14R2 PAVEMENT COMPOSITION

14R3 LAYGUT PLAN

14RE KERALA STREET: LONGITUBINAL AND CROSS SECTIONS
14R5 UTTAR WAY: LONGITUDINAL AND CROSS SECTIONS
14R6 DELHI GROVE: LONGITUDINAL AND CROSS SECTIONS
14R17 A ANE—AR ARHANE: ‘ A
14R8 INTERSECTION DETAILS AND LIP PROFILE
14R9 DRAINAGE LONGITUBINAL SECTION AND PIT SCHEDULE
14R10 SIGNAGE & LINEMARKING PLAN

1LRM PLAN OF SUBDIVISION

14R12 GRAVEL TRENCH (KERB INLET DIVERSION DETAILS)
14R13 PASSIVE IRRIGATION LAYGOUT PLAN

NM.A M A

NS REMOVED

110 _ 40 450

15x15
‘ CHAMFER

R15

/

110

L0

N

R25

190

SERVICES SCHEDULE

TREES BOTH

STREET NAME GAS SIBES

D-WATER | TELSTRA | ELECT. SEWER

ROAD
RESERVE

KERALA STREET 210N 260N 1775 S 260S 1.00 N 0.80 B.OK.

16.00

UTTAR WAY 210 E 260E 1775 W 260 W EX10W/1.0 E 0.80 B.OK.

16.00

DELHI GROVE 230N 215N 17T15N 395N N/A 0.80 B.O.K.

14.00

x BENOTES EXISTING SERVICE EXACT LOCATION TO BE PROVEN ON SITE BY CONTRACTOR.
ALL OFFSETS ARE REFERENCED TO NEAREST BL.

ROAD SCHEDULE

CARR. FOOTPATH
WIDTH WIDTH AND
(FOK-FOK) SIDE

RCAD

STREET NAME RESERVE

REMARKS

KERALA STREET 16.00 1.30 150 N 7 1.50S ACCESS STREET LEVEL 1

UTTAR WAY 16.00 1.30 150E /150 W ACCESS STREET LEVEL 1

DELHI GROVE 14.00 5.50 150 N ACCESS PLACE

ADDITIONAL NOTE:

A CCTV INSPECTION OF ALL DRAINAGE HOUSE CONNECTIONS IS TG BE UNBERTAKEN
BY THE CONTRACTOR TO THE SATISFACTION OF COUNCIL'S WORK SUPERVISOR.

......

75

ROCKBANK

SITE OF
WORKS

LOCALITY PLAN

COORDINATE DATUM: SITE MGA 94 ZONE 55 VIDE MELBpos

LEVEL DATUM: AHD VIDE PM 12 (PARISH OF KOROROIT)
R.L 105.966 (SMES &4 SEP,2012)

CONTOUR INTERVAL: 0.5m

GRID INTERVAL: 250m

Temporary/Permanent Bench Marks

NOT TO SCALE

No. Easting Northing RL.

Description

1 294062.93 5820269.25 102.7

C208RVTKT

2 234066.36 5820228.92 103.07

C207SSPT

3 29L210.6 5820007.19 102.68

C10SSPG

AS-CONSTRUCTED ISSUE

ASSET PROVING BY THE RELEVANT PARTY.

THIS PLAN HAS BEEN PREPARED TO REFLECT THE WORKS AS PRESENTED
AT END OF SUBDIVISION CONSTRUCTION. THE PLAN IS NOT BASED ON
SURVEY OF THE COMPLETED WORKS. ALL LEVELS, CO-ORDINATES AND

SERVICE LOCATIONS SHOWN ON THE PLANS ARE THE DESIGN
INFORMATION AND SHOULD NOT BE RELIED UPON BY ANY FUTURE
PARTY IN RELATION TO DETAILED DESIGN ACTIVITIES. THESE PLANS
ARE PROVIDED TO COUNCIL FOR ASSET MANAGEMENT PURPOSES AND
ANY USE OF THE PLANS BY THIRD PARTIES IS NOT PERMITTED. ANY
SUBSEQUENT DESIGN OR CONSTRUCTION ACTIVITIES IN THE AREA
DEFINED ON THESE PLANS WILL REQUIRE ADDITIONAL SITE SURVEY AND

AS CONSTRUCTED 21.06.23 JZ

SERVICES SCHEDULES AMENBED 24:.08.22 iz

CONSTRUCTION ISSUE 21.04.22 iz

C

CONSTRUCTION ISSUE 21.04.22 )z

B

LOT LAYOUT AMENDED 10.12.21 )z

VERSION

REMARKS

DRAWN N. KASHA DESIGNED

BY BY J. ZHOU

CHECKED

L. PHAN
BY

MELWAY 344, K12

REED

&= CONSULTING-==

AUTHORISED

DATUM AHD BY

S. RAVIDA

www.reedsconsulting.com.au
engineering@reedsconsulting.com.au

Lvl 16, 501 Swanston Street Melbourne Victoria 3000
p (03) 8660 3000

0 90,
<4

d“@

Poppe®

CIVIL ENGINEERING
PLANNING
DEVELOPMENT CONSULTING

N

980

| LAND SURVEYING

0 Ho,
e

Qa0

© Reeds Consulting Pty Ltd
All Rights Reserved 2001

Copyright

CITY OF MELTON
BRIDGEFIELD ESTATE, ROCKBANK

STAGE 14
GENERAL NOTES, LOCALITY PLAN
& DRAWING INDEX

DRAWING No.

14R1

VERSION

F

REFERENCE

22236E/14

SHEET

OF 13




H:\22236\STAGE 14\CAD\BWG SET\ROAD AND DRAINAGE\22236_ 14R1-2.DWG

1009 CLASS 400 PERVIOUS
PIPE WITH SECGND STAGE

GEOTEXTILE SOCK.

TYPE A1, A2 OR A3 FILTER
BACKFILL.

600

300

30mm COMPACTED DEPTH of 10mm NOM.
SIZE TYPE 'N" CLASS 320 ASPHALT.

30mm COMPACTED DEPTH of 10mm NOM.
SIZE TYPE 'N° CLASS 320 ASPHALT.

KERBS

10mm PRIME COAT & SAMI TREATMENT
(SIZE 10 S18RF)

130mm COMPACTED DEPTH OF 20mm NOM. SIZE CLASS 2 HIGH
QUALITY CRUSHED ROCK COMPACTED TO A MINIMUM DENSITY
RATIO OF 100% CHARACTERISTIC (MODIFIED) AS1289.5.2.1

160mm COMPACTED DEPTH OF 20mm NOM. SIZE CLASS 3 HIGH
QUALITY CRUSHED ROCK COMPACTED TO A MINIMUM DENSITY

600

1009 CLASS 400 PERVIOUS
PIPE WITH SECOND STAGE

GEOTEXTILE SOCK.

TYPE A1, A2 OR A3 FILTER

BACKFILL.

300

KERBS

30mm COMPACTED DEPTH of 10mm NOM.
SIZE TYPE ‘L' CLASS 320 ASPHALT.

30mm COMPACTED DEPTH of 10mm NOM.
SIZE TYPE N CLASS 320 ASPHALT.

10mm PRIME COAT & SAMI LAYER (SIZE 10 S18RF)

130mm COMPACTED DEPTH OF 20mm NOM. SIZE CLASS 2 HIGH
QUALITY CRUSHED ROCK COMPACTED TO A MINIMUM BENSITY
RATIO GF 100% CHARACTERISTIC (MODIFIED) AS1289.5.2.1

120mm COMPACTED DEPTH OF 20mm NOM. SIZE CLASS 3 HIGH

S : 4 _ Sl | f_' ' » QUALITY CRUSHED ROCK COMPACTED TO A MINIMUM DENSITY
~N L _ .- / / . / / RATIO OF 982 CHARACTERISTIC (MODIFIED) AS1289.5.2.1 ~ NL _ _ RATIO OF 98% CHARACTERISTIC (MODIFIEB) AS1289.5.2.1
' < 4 : 50mm CAPPING LAYER (REQUIREMENTS CBR210% <4 150mm CAPPING LAYER (REQUIREMENTS CBR=10%,
o . mm AT < cE.g ) CaMP;CTED 10 o SWELL<1.5%, PERMEABILITY < 5E-9 m/s). COMPACTED TO A
£3 A\,rilflllzl!l_lkfli]f\?lgl'iESFTP/lYEéEq_IgIH%gE/_S;nA:l)EI)ARD eSS £R MINIMUM DENSITY RATIO OF 98% STANDARD AS1289.5.2.1
° 2L WITH MEAN VALUE OF DENSITY RATIO OF 100%
IV Yoa 4 WITH MEAN VALUE OF DENSITY RATIO OF 100% : -
g .2-14 “ _4.4< .4-_:- ._ .4 = .’:'14...‘. ..4-‘31 s
= ‘. <« 4 a = ‘. . A 400mm CONSTRUCTION LAYER (CAPPING LAYER MATERIAL);
v 4 - < 4:00mm CONSTRUCTION LAYER (CAPPING LAYER MATERIAL); v 4 : < PROPERTIES CBR210% SWELL <15%. PERMEABILITY < SE.9
;.4.; PROPERTIES CBR=10%, SWELL<1.5%. PERMEABILITY < 5E-9 — n/s. COMPACTED TO A MINIMUM DENSITY RATIO OF 98%
- m/s. COMPACTED TO A MINIMUM DENSITY RATIO OF 98% PR STANDARD AS1289.5.21 WITH MEAN VALUE OF DENSITY
20mm CLASS 3 CRUSHED STANDARD A°S1289.5.2.1 WITH MEAN VALUE OF DENSITY N 20mm CLASS 3 CRUSHED RATIO OF 100%
STy : ROCK OR 20mm CLASS 3 RATIO OF 100% . . ROCK OR 20mm CLASS 3
. 4. - /_ CRUSHED CONCRETE .‘ - 4a .. - /_ CRUSHED CONCRETE CLAY SUBGRADE CB.R =15%
L b ' COMPACTED TO 97% MODBIFIED CLAY SUBGRADE CBR = 15% e ' %
T e COMPACTED TO 97% MODBIFIED SERVICE CONDUIT
<. ) A_. 4 <. 4
T KERALA STREET & UTTAR WAY e
e 910mm DEPTH SERVICE CONDUIT A e
R OPTION 6 - ACCESS STREET LEVEL 1 T Tae DELHI GROVE
. 870mm DEPTH
K St OPTION 5 - ACCESS PLACE
“q” 4. e
D/2 + 200 D/2 + 200
e  REFER TO "GEOTECHNICAL INVESTIGATION & PAVEMENT DESIGN” REPORT
R7591-1-R3 DATED 8th FEBRUARY 2022 SITE GEOTECHNICAL Pty Ltd FOR
COMPLETE PAVEMENTS DESIGN.
e PAVEMENT DEPTHS SHALL BE MODIFIED IF DIRECTED BY THE
SUPERINTENDENT.
e ANY CHANGE TO THE ABOVE PAVEMENTS SHALL BE APPROVED IN WRITING
BY COUNCIL'S SUPERINTENDENT.
e INSPECTION AND TESTING OF PAVEMENTS SHALL BE CARRIED OUT TO
COUNCIL SPECIFICATIONS
e DEPTHS SHOWN ARE CONSOLIDATED THICKNESSES IN MILLIMETRES.
THIS PLAN HAS BEEN PREPARED TO REFLECT THE WORKS AS PRESENTED
AT END OF SUBDIVISION CONSTRUCTION. THE PLAN IS NOT BASED ON
SURVEY OF THE COMPLETED WORKS. ALL LEVELS, CO-ORDINATES AND
SERVICE LOCATIONS SHOWN ON THE PLANS ARE THE DESIGN
INFORMATION AND SHOULD NOT BE RELIED UPON BY ANY FUTURE
PARTY IN RELATION TO DETAILED DESIGN ACTIVITIES. THESE PLANS
ARE PROVIDED TO COUNCIL FOR ASSET MANAGEMENT PURPOSES AND
ANY USE OF THE PLANS BY THIRD PARTIES IS NOT PERMITTED. ANY
SUBSEQUENT DESIGN OR CONSTRUCTION ACTIVITIES IN THE AREA
DEFINED ON THESE PLANS WILL REQUIRE ADDITIONAL SITE SURVEY AND
ASSET PROVING BY THE RELEVANT PARTY.
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LEGEND

B2 600 B2 TYPE KERB AS PER EDCM 301
ES 150x150mm CONC. EDGE STRIP WITH SUBSOIL DRAINS UNDER.
— GW— PROPOSED GAS & WATER CONDUITS

PROPOSED ELECT. & TELECOMM. CONDUITS

EXISTING SURFACE CONTOURS (0.25m INT.)

LR 2 2R 2 2 4 PROPOSED BOLLARDS AS PER LANDSCAPE PLAN

EXISTING DRY STONE WALL TO BE RETAINED

EXISTING BRY STONE WALLS TO BE STOCKPILED ON
SITE AS DIRECTED BY THE SUPERINTENDENT. TO BE
RE-CONSTRUCTED BY OTHERS.

EXISTING DRY STONE WALL TO BE REMOVED AND STOCKPILED ON
SITE AS DIRECTED BY THE SUPERINTENDENT. EXISTING BRY STONE
WALLS TO BE RE-CONSTRUCTED ELSEWHERE ON SITE BY GTHERS.

PROPOSED PASSIVE STREET TREE IRRIGATION GRAVEL TRENCH
(KERB INLET DIVERSION). LOCATION SHOWN INDICATIVELY. REFER
TO STREET TREE PLANS FOR LOCATION.

4»_.,\\*‘

y BIRECTION GF LOT FINISHED SURFACE FALL
’ OVERLAND FLOW PATH

DIRECTION OF DRAIN PIPE FLOW

BOUNDARY

H5.5 -PROPERTY DRAIN AT 5.5m OFFSET
WHERE DRAIN IN NON-PERPEDNBICULAR, 0/S
REFERS TO INTERS. OF DRAIN & BL.

C7.5 -GWR CONBUITS AT 7.5m OFFSET

GWR

TITLE GWR

/522 NOTE: ALL OFFSETS ARE MEASURED ALONG THE ROAD

HMAX 115540 RESERVE BOUNDARY AND FROM NEAREST SIDE TITLE
BOUNDARY.

- PROPOSED SINGLE RESIDENTIAL VEHICLE
TITLE BOUNDARY CROSSING AS PER MSC 301 UNLESS NOTED
OTHERWISE.

OFFSET IS AS PER MSC 301 IF NOT SHOWN.

PROPOSED DOUBLE RESIDENTIAL
VEHICLE CROSSING AS PER MSC
DOUBLE RESIDENTIAL VEHICLE
CROSSING

TYPICAL NOTATIONS - EXAMPLE
NOT TO SCALE

LEGEND

CUT EARTHWORKS - CUT AREA WITHIN LOTS GREATER THAN 150mm DEPTH

FILL EARTHWORKS - FILL AREA WITHIN LOTS GREATER THAN 150mm DEPTH

THIS PLAN SHOWS ONLY APPROXIMATE EXTENTS & LEVELS OF FILL TO BE
PLACED BURING CONSTRUCTION. DEPTH OF FILL USED FOR TOP DRESSING ALL
ALLOTMENTS MAY VARY BY UP TO 0.15m. THE EXTENT OF FILL SHOWN IS BASED
ON DESIGN AND MAY BE SUBJECT TO CHANGE FOLLOWING FINAL INSPECTION BY
GEOTECHNICAL ENGINEER.

EXISTING TREES, FENCES AND STRUCTURES:

e ALL EXISTING TREES ARE TO BE REMOVED AS PER TREES
REMOVAL REPORT.

e ALL EXISTING FENCES ANB STRUCTURES ARE TO BE
REMOVED.

WARNING

BEWARE OF UNDERGROUND SERVICES
THE LOCATIONS OF UNDERGROUND SERVICES ARE APPROXIMATE
ONLY AND THEIR EXACT POSITION SHOULD BE PROVEN ON SITE
PRIOR TO COMMENCEMENT GF WORK. NO GUARANTEE IS
GIVEN THAT ALL EXISTING SERVICES ARE SHOWN.

AS-CONSTRUCTED ISSUE

THIS PLAN HAS BEEN PREPARED TO REFLECT THE WORKS AS PRESENTED
AT END OF SUBDIVISION CONSTRUCTION. THE PLAN IS NOT BASED ON
SURVEY OF THE COMPLETED WORKS. ALL LEVELS, CO-ORDINATES AND

SERVICE LOCATIONS SHOWN ON THE PLANS ARE THE DESIGN
INFORMATION AND SHOULD NOT BE RELIED UPON BY ANY FUTURE
PARTY IN RELATION TO DETAILED DESIGN ACTIVITIES. THESE PLANS
ARE PROVIDED TO COUNCIL FOR ASSET MANAGEMENT PURPOSES AND
ANY USE OF THE PLANS BY THIRD PARTIES IS NOT PERMITTED. ANY
SUBSEQUENT DESIGN OR CONSTRUCTION ACTIVITIES IN THE AREA
DEFINED ON THESE PLANS WILL REQUIRE ADDITIONAL SITE SURVEY AND
ASSET PROVING BY THE RELEVANT PARTY.
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